MODEL: 300FA (Regular Port), 400FA (Full Port)
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Check Valve Class 150/300/600LBS

Bolted Cover, Piston Type Disc,
Welded Bonnet available
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T : Specification

‘ e End Flanged : ASME/ANSI B16.5

S e Face to Face : ASME/ANSI B16.11

e Design : AP1 602, BS 5352, ASME/ANSI B16.34

e Tests : API 598 - BS 6755 (Pt.1), ASME/ANSI| B16.34
e Air: 85 PSI
e Max Temp :

538°C (A105, LF2)

649°C (F11, F22, F5, F9)

L 816°C (F304, F316, F321, F347)
454°C (F304 L, F316 L)

Piston Lift Type

Available Material

A105, A350-LF2, A182 F5/F9/F11/F22/
304/304L/316/316L/321/347

Available Trim

600psi
F6, HFS, HF, 304, 316, Monel, Alloy 20
TLLE
- : Material
\ ke]
y No. Part Name Material
1 Body F316 A105N
= 150/300psi 2 Seat F316 13Cr+Stellited
L 3 Piston Disc F316 A276 410+Stellited
4 Gasket 304 Sp. Wound Graphite
Swing Type 5 Cover F316 A105N
\_ 6 Bolt A193 B8 A193 B7 )
Note : Materials list as above mentioned only for HF Trim.
Dimensions mm
Nominal diameter mm (in) 15 (1/2") 20 (3/4") 25 (1") 32 (1-1/4") 40 (1-1/2") 50 (2")
d (Reg./Full) mm 10/14 14/18 18/24 24/30 30/37 37147
Class 150 L mm 152 178 203 216 229 267
Class 300 L mm 1562 178 203 216 229 267
Class 600 L mm 165 190 216 229 241 292
H mm 31 31 78 84 103 118
Class 150 Weight kg 2.6 3.4 4.4 8.2 9.0 {1246
Class 300 Weight kg 27 3.7 4.7 8.8 9.6 187
\_ Class 600 Weight kg 3.0 4.0 58 915 10.0 56 )
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