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Engineering Data

Standard Parts and Materials

This table contains materials commonly used in safety valves with ASME/NB approval.

Pos. Bauteile StahlguB3 / Cast steel

ferritisch feritic  austenitisch austenitic
ASME/ASTM DIN Mat. No. ASME/ASTM DIN Mat No.
1 Gehause Body SA 216 WCB 1.0619  SA 351 CF8M 1.4408
5 Sitz Seat 316L 1.4404  316L 1.4404
7 Teller Disc MT 440 14122  316L 1.4404
8 Fihrungsscheibe Guide 51430 F/60-40-18 1.4104/1.0501/0.7040 316 L 1.4404
mit Buchse with bush 51430 F 1.4104 tenifer
9 Federhaube Bonnet 60-40-18/SA 216 WCB 0.7040 (0.7043/1.0619)  SA 351 CF8M 1.4408
12 Spindel Spindle 420 14021 316L 1.4404
16 Federteller Spring plate 12L13/316 L 1.0718/1.4404  316L 1.4404
18  Druckschraube Adjusting screw 316 L/51430 F 1.4404/1.4104 3161L 1.4404 tenifer
mit Buchse with bush PTFE PTFE  PTFE PTFE
54 Feder Spring
t< 392 °F Carbon St./Alloy St./302  1.1200/1.7102/1.8159/1.4310 i L
t>392 °F Alloy St./302 1.7102/1.8159/1.4310
Kappe H 2 CapH?2 12 L 13/60-40-18 1.0718/0.7043  316L 1.4404
40  Anliiftung H3 Lifting device H3 ~ 60-40-18 0.7040
Anliftung H 4 Lifting device H 4 60-40-18 0.7040 CF8M 1.4408
55/  stiftschraube Bolt
Mutter nut
56 t< 752 °F Steel/Steel 1.1181/1.0501  B8M/8M 1.4401/1.4401
t> 752 °F Gr.B16/B7 1.7709/1.7258
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